




Roof mounted Air Handling Unit

Technical data for GRTU 3800+

Supply power 3x400V, 50Hz
Cabinet:  Galvanized sheet metal, 50 mm isolation.
3800++   German produced EC-blue with aluminium 

impeller. 2,2kW, 50Hz, 3x400V, 4,0-3,2A, 
k-factor 95.

Filter:   The filter as standard is F7.
Rotor:   Alu coil with 1,6mm wave height. Galvanized 

steel frame for horizontal mounting. Motor: 
3x400V 0,04kw.

Weight:  400 kg.
Control:   Master automatics cabinet is placed inside 

the unit
 3x400V 50 Hz supply

Controls for GRTU 3800+

General:
The GRTU 3800+ consists of 3 main control elements. 
Main control panel with master controller, fan control 
and filter guard (2 pcs.), and hand-held terminal for pro-
gramming and monitoring. Everything is internally wired 
and ready for use (excl. sensors outside the unit, wich 
must be installed at site).
The controller maintains the preset airflow and regula-
tes the fan continuously. The controller features a day- /
week program and gives alarm in case of malfunction 
and filter change. The integrated controller also handles 
(optional) reheating and recirculation components.

Master controller:
• User-friendly, flexible and gives good overview
• Web server access on 3 individual levels
•  Provides lowest possible energy consumption and op-

timum reliability

Fan IO:
• Input and output module with dual pressure transmitter
•  Monitors filters and ensure correct fan flow 

Hand terminal:
•  Easy to operate for the end user, but can also be used 

by the installer
•  Informative display, that ensures minimal time con-

sumption, high quality and low life cycle costs.
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Roof mounted Air Handling Unit

Outer measures mounting base Example of base on sloping roof

GRTU measures, below.

Measures for GRTU 3800+

Measures for mounting base
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1242 ± 2 mm
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Roof mounted Air Handling Unit

Accessories for GRTU 3800+

Art.no: 02-703
Shut-off damper incl. motor. 
Used in both inlet / outlet 
as well as recirculation 
damper

Art.no: 02-710
Motor for damper,  
LMC 24 A

Art.no: 02-711
Water heater
10 KW water 70/40.
Used when only venting.
For mounting on channel..

Art.no: 02-713
Water heater
25 KW water 70/40.
Used for heating / 
re-circulation.
For mounting on channel

Art.no: 02-715
Diffuser kit
Consists of a transition 
piece for mounting on the 
GRTU, Flex hose ø500 
incl. hose clamps & diffuser 
mounted underneath
800 x 800 square channel

Art.no: 02-761
Extension channel
800 x 800 x 500

Art.no: 02-762
Extension channel
800 x 800 x 1000

Art.no: 02-712
2 way valve R210 + motor 
TR24 SR
Used for 10KW water 
heater

Art.no: 02-714
2 way valve R212 + motor 
TR24SR
Used for 25KW water 
heater

Art.no: 02-705
Room sensor (used when 
heating)

Art.no: 02-704
Frost sensor

Art.no: 02-717
Cassette filter F7
The kit consist of 2 filters 
+ adaption pcs. for each 
airflow

  
 

 

GRTU 3800
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Art.no: 02-703
 
Shut-off damper incl. motor. 
Used in both inlet / outlet as 
well as recirculation damper 

 

Art.no: 02-761

Extension channel  
800 x 800 x 500 

 
Art.no : 02-762

Extension channel  
800 x 800 x 1000 

 
 

Art.no: 02-710
 
Motor for damper  
LMC 24 A 
 

 

Art.no: 02-712
 

2 way valve R210 + 
motor TR24 SR 

 
Used for 10KW water 

heater  

Art.no: 02-211
 
Water heater  
10 KW water 70/40. 
Used when only venting. 
For mounting on channel. 

 

Art.no: 02-714
 

2 way valve R212 + 
motor TR24SR 

Used for 25KW water 
heater 

 

Art.no: 02-703
 
Water heater 
25 KW water 70/40. 
Used for heating / re-
circulation. 
For mounting on channel  

 

Art.no: 02-717

Room sensor (used when 
heating) 

 
Art.no: 02-704

Frost sensor 

 

Art.no: 02-715
 
Diffuser kit
Consists of a transition 
piece for mounting on the 
GRTU, Flex hose ø500 incl. 
hose clamps & diffuser 
mounted underneath 
800 x 800 square channel 
 
 
 

 

Art.no: 02-717
 

Cassette filter F7 
The kit consist of 2 filters 
+ adaption pcs. for each 

airflow 
 

 
Art.no: 02-716

Plain filter F5 
(Standard) 

 

 

    

 

  

Accessories for GRTU 3.800
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Roof mounted Air Handling Unit  GRTU 3800
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IO

Temperature sensor 
Air inlet before rotor

Pressure sensor 
connected to Fan IO.

Measures pressure loss 
over filter and fan

B-impeller fan with 
plastic impeller & EC 

motor - 3x400V

IO

Master

Rotating heat exchanger
3x400V

Fan IO with double 
pressure transmitter & 
power supply for fan

Master controller is a flexible 
unit, used for ventilation units

Filters on air intake & outlet.
As standard EU7.

Temperature sensor 

Pressure sensor 
connected to Fan IO.

Measures pressure loss 
over filter and fan

Filters on air intake & outlet.
As standard EU7.

TYPE 1

S

S

IO

Temperature sensor 
Air inlet before rotor

Pressure sensor 
connected to Fan IO.

Measures pressure loss 
over filter and fan

B-impeller fan with 
plastic impeller & EC 

motor - 3x400V

IO

Master

Rotating exchanger
3x400V

Fan IO with double 
pressure transmitter & 
power supply for fan

Master controller is a flexible 
unit, used for ventilation units

Filters on air intake & outlet.
As standard EU7.

Temperature sensor 

Pressure sensor 
connected to Fan IO.

Measures pressure loss 
over filter and fan

Filters on air intake & outlet.
As standard EU7.

TYPE 2 with water heater

S

S

On/off damper 24V 
DC 

External heater for 
Channel mounting

+

Modulating motor valve

Circulation pumpe + counter 
valve not supplied by Geovent

Som standard EU7

Som standard EU7

Som standard EU7

Som standard EU7
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Roof mounted Air Handling Unit  GRTU 3800
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IO

Temperature sensor 
Air inlet before rotor

Pressure sensor 
connected to Fan IO.

Measures pressure loss 
over filter and fan

B-impeller fan with 
plastic impeller & EC 

motor - 3x400V

IO

Master

Rotating heat exchanger
3x400V

Fan IO with double 
pressure transmitter & 
power supply for fan

Master controller is a flexible 
unit, used for ventilation units

Filters on air intake & outlet.
As standard EU7.

Temperature sensor 

Pressure sensor 
connected to Fan IO.

Measures pressure loss 
over filter and fan

Filters on air intake & outlet.
As standard EU7.

TYPE 3 for recirculation & water heater

S

S

On/off damper 24V 
DC 

External water heater 
for duct mounting

+

Modulating motor valve

Temperature sensor with 
bellows for fitting externally on 

the pipe

Circulation pumpe + counter 
valve not supplied by Geovent

Recirculation damper 
24V DC

5 temperature sensors – moved 
down to the work zone

S

+

S

GEOVENT GRTU placed out doors on the roof, with water heater & injector 
bag, and extraction outlet by the floor.

IO

IO

Master

S

Som standard EU7IO

Temperaturføler 
Luftindtag før rotor

Trykføler tilsluttet Fan IO.
Måler tryktab hen over filter og 

over ventilator

B-hjulsventilator med 
plasthjul og EC motor -

3x400V

IO

Master

Roterende veksler
3x400V

Fan IO med dobbelt 
tryktransmitter og 

forsyning for ventilator

Master controller er en fleksibel 
styring beregnet til 
ventilationsanlæg

Filtre på udsuget luft og luftindtag.
Som standard EU7

Temperaturføler 
Udsugningsluft 

Trykføler tilsluttet Fan IO.
Måler tryktab hen over filter og 

over ventilator

Filtre på udsuget luft og luftindtag.
Som standard EU7

 

S

S

On/off 
afspærringsspjæld 

24V DC 

Ekstern vandvarmeflade 
for kanalmontage

+

Modulerende motorventil

Temperaturføler med stålbælg 
for montage udvendigt på 

returrør fra varmeflade

Cirkulationspumpe + kontra 
ventil (leveres ikke af Geovent)

Afspærringsspjæld for 
recirkulation 24V DC

Rum temperaturføler - føres ned 
til opholdsområdet
(Ca. 2m over gulv)

Temperaturføler 
Indblæsningsluft

(monteres i kanal 500-1000mm 
efter varmeflade)

On/off 
afspærringsspjæld 

24V DC 

Master controller is a flexible unit, 
used for ventilation units
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